/‘ STATE OF IDAMO

DIVISION OF
ENVIRONMENTAL QUALITY
-/

1410 North Hilton, Bolse, 1D 83706-1255, {208) 373-0502 Philip E. Balt, Governor

September 25, 1998
CERTIFIED MAIL #P 102 109 839

Jim Jaderhoim

Woodgrain Millwork, incorporated
1201 West Karcher Road
Nampa, idaho B3652

RE:  Woodgrain Millwork, Incorporéted (Nampa) - #9512-148-2 f
Modification to Tier Il Operating Permit (#027-00060)

Dear Mr. Jaderholm:

The idaho Department of Meaith and Welfare, Division of Environmental Qualiity (DEQ) received a request
{o modify Tier I Operating Permit #027~00060 on December 5, 1897, The applicazzon was declared

complete on September 11, 1998,

Based on review of your application, and state and federal rules and reguiat;ons DEQ finds this project
meets the provisions of IDAPA 16.01.01.400 (Rules for the Control of Air Polls daho). Therefore,
enclosed is your Tier || OP (#027-00060) for the emission sources that exist at 2?1& facsitty The amended
permit supersedes the permit that was originally issued on December 27, 19986,

You, as well as any other entity, may have the right to appeal this final agency action pursuant {0 the idaho
Department of Heaith and Welfare Rules, Title 5, Chapler 3, "Rules Govemning Contested Case Proceedings
and Declaratory Rulings," by filing a petition with the Hearings Coordinator, Department of Health and
Welfare, Administrative Procedures Section, 450 West State Street - 10th Floor, Boise, idaho 83720-5450,
within thirty-five (35) days of the date of this decision,

If you have any questions regarding the terms or conditions of the enclosed permit, piease contact Susan
Richards, Bureau Chief, Air Quality Permitting Bureau, Air & Hazardous Waste, at (208) 373-0502.

Sincerely,

Bowrithe D G patan

Orville D. Green
Assistant Administrator
Air & Hazardous Waste

CCOASRATRL A, Wwoodgrainwgrain-m. OOV
Enclosure

cC 5. West, Boise Regional Office
Source File
COF
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& ) PERMIT NUMBER
pol2{7]-1c{cioisio
STATE OF IDAHO AQCR CLASS s1c
OPERATING PERMIT
ZONE UTM COORDINATE {km)
GENERAL INFORMATION 111 51312 .E]. 418(21|7 .EI
1. PERMITTEE
. Woodgrain Millwork, Incorporated
2. PROJECT
Tier || Operating Permit
ﬁ 3 MAILING ADDRESS TELEPHONE # COUNTY
1201 West Kargher Road ] {208) 452-3801, x625 Canyon
4 CITY STATE ZIP CODE
Narmpa idaho 83882
5, PERSON TO CONTACT TITLE
e im Jaderholm Safetyfindustrial Engineer

7. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
fig
8 PERMIT AUTHORITY

This permit is issued according o the Rules for the Control of Air Pollution in ldaho, Section
16.01.01.400 and periains only to emissions of air contaminants which are regulated by the State of
ldaho and 1o the sources specifically allowed to be operated by this permit.

THIS PERMIT HAS BEEN GRANTED ON THE BASIS OF DESIGN INFORMATION PRESENTED IN
THE APPLICATION AND DEQ'S TECHNICAL ANALYSIS OF THE SUPPLIED INFORMATION.,
CHANGES IN DESIGN OR EQUIPMENT, THAT RESULT IN ANY CHANGE IN THE NATURE OR
AMOUNT OF EMISSIONS, MAY BE A MODIFICATION. MODIFICATIONS ARE SUBJECT TO
DEPARTMENT REVIEW IN ACCORDANCE WIiTH Section 16.01.01.200 OF THE Rules for the
Control of Air Pollution in Idaho,

. , ISSUED DATE SEPTEMBER 25, 1998

ASSISTANT ADMINISTRATOR EXPIRATION DATE _DECEMBER 27 2001

TR F.. woodpraiwgrainam Py
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AIR POLLUTION OPERATING PERMIY

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Millwork, incorporated l{}lzl?l.'olglclslcl
Tier 1} Gperating Permit

Nampa, idaho

‘The Permittee is herehy allowed {0 operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit.

SOURCE
System 7 Cyclone

EMISSIONS LIMITS

1.1 7 missi imi
Emissions of parficulate matter with an aerodynamic diameter of ten {10) microns or less (PM,,), from
Systemn T Cyclone shall not exceed any corresponding emission rate limit, listed in Appendix A of this
permit.

1.2
Visible emissions from Systerm 7 Cyclone shall not exhibit greater than twenty percent (20%) opacity
for a period or periods aggregahng more than three (3) mmutes in any s&xty (60) minute period, as
required by IDAPA 16.01.01.625 (Rules it 7 Opacity shall be
determined using procedures contained in DEQ‘ "Procedures Manaal for Aar Poliution Controfl".

QPERATING REQUIREMENTS

2.1 Cyeclone Operation
Systern 7 Cycione shall be operafing at all imes when any particulate emission unit served by System
7 Cyclone is in operation.

22  Conirol Requirement
Systemn 7 Cyclone shall have a body diameter of 8 ft, and be equipped with a fity horse power (50 hp)
blower and a sidy inch (60 in.} fan, or be a cyclone guaranteed by the manufaciurer to have a conirol
efficiency greater than or equal to 97 48%, as used in the technical analysis of this permit.

2.3 Slafic Pressure

The total static pressure across System 7 Cyclone blower shall not be less than ten (10) inches of
water. if Systern 7 Cyclone is replaced, the total static pressure shall be maintained in accordance with
the manufacturer’s specifications.

MONITORING AND RECORDKEEFING REQUIREMENTS

3.1

3.2

The total static pressure across the System 7 Cyclone blower shall be monitored once per calendar
quarter. If the total stalic pressure remains constant for four (4) consecutive calendar quarters, the
Permittee shall monitor the tolal static pressure across the System 7 Cyclone blower once per
calendar year. All data shall be kept on-site in a iog for a period of two (2) years and made available
to DEG representatives upon request.

A visible emission evaluation shall be performed on the exhaust cutlet of System 7 Cyclone once per
calender quarter. Opacily shail be determined using procedures contained in DEQ's "Procedures
Marnual for Air Pollution Condrol”. All data shall be kept on-site in a log for a period of two (2) years and
rmade available to DEQ representatives upon request,

| i5SUED DATE:
| EXPIRATION DATE:
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Milwork, incorporated [o]2]7]-[o]o]o]e]o]
Tier H Operating Permi

Narnpa, idaho

The Permittee is hereby allowed to operate the equipment described herein subject to the emission
iimits and rmonitoring and reporting requirements specified in this permit,

SOURCE

Systerr 4 Cyclone

EMISSIONS LIMITS
1.1 System 4 Cyclone Emigsions Limits

Emissions of PM,, from System 4 Cyclone shall not exceed any corresponding emission rate limit,
listed in Appendix A of this permit,

1.2 m4d ne Frissions Opacity Limi

Visible emissions from System 4 Cyclone shall not exhibit greater than twenty percent (20%) cpacity
for a period or perods aggregating more than three (3) minutes in any sixty {60) minute period, as
required by IDAPA 16.01.01.625 (Rules for the Control of Air Pollution in idaho). Opacity shall be
determined using procedures contained in DEQ's "Procedures Manual for Air Poliution Confrol”.

OPERATING REQUIREMENTS

2.1 Cyclone Qperation

System 4 Cyclone shall be operating at ali imes when any particuiate emission unit served by System
4 Cyclone is in operation.

2.2 Control Requirement

Systern 4 Cycione shall have a body diameter of 6.8 fi, and be equipped with a sixty horse power (60
hp) blower and a fifty five inch (85 in) fan, or be a cycione guaranteed by the manufacturer to have a
controf efficiency greater than or equal to 96.66%, as used in the technical analysis of this permit.

23 Stafic Pressure

The total siatic pressure across System 4 Cyclone blower shall not be less than seventeen {17) inches
of water. If Systern 4 Cyclone is replaced, the total static pressure shall be maintained in accordance
with the manufacturer's specifications,

MONITORING AND RECORDKEEPING REQUIREMENTS

341 The totai static pressure across the System 4 Cyclone blower shall be monitored once per calender
quarter. if the tolal stalic pressure remains constant for four (4) consecutive calendar quarters, the
Permiltee shall monitor the total static pressure across the System 4 Cyclone blower once per
calendar year. All data shall be kept on-site in a log for a period of two (2) years and made available
to DEQ representatives upon request,

3.2 A visible emission evaluation shali be performed on the exhaust outlet of Systermn 4 Cyclone once per
calender quarter. Opacity shall be determined using procedures contained in DEQ's "Procedures
Manual for Air Poliution Control”. All data shall be kept on-site in a log for a period of two (2) years and
made available to DEQ representatives upon request,

ISSUED DATE:
EXPIRATION DATE:




Page 4 of 14

AR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECY, AND LOCATION PERMIT NUMBER
Woodgrain Millwork, Incorporated - {oj2]7]-[ofo]o]s o]
Tier 1l Operating Permit

Narmipa, idaho

‘The Parmittee is hereby sliowed to operate the equipment described herein subject to the emission
lirnits and monitoring and reporting recuirements specified in this permit.

SOURCE

System § Cyclone

EMISSIONS LIMITS
1.1 System § Cyclone Emissions Limits

Ernissions of PM,, from Systemn 6 Cyclone shall not exceed any corresponding ernidssion rate limit,
listed in Appendix A of this permit.

1.2 Systemn 6 Cyclene Emissions Opacity Limits
Visible emissions from System 6 Cyclone shall not exhibit greater than twenty percent (20%) opacity
for a period or periods aggregating more than three (3) minutes in any sixty (80) minute period, as
required by IDAPA 16.01.01.625 (Rules for the Conirol of Alr Poliution in idaho). Opacity shail be
determined using procedures contained in DEQ's "Procedures Manual for Alr Poliution Control™,

2. QPERATING REQUIREMENTS

21 Cyelone Operation

System & Cyclone shall be operating at all imes when Systern 7 Cyclone is in operation,

22 ntr ir

System & Cyclone shall have a body diameter of 1.5 ff, and be equipped with a fifty horse power (50
hp) blower and a sixty inch (60 in.} fan, or be a cyclone guaranieed by the manufacturer to have a
control efficlency greater than or equal to 96.88%, as used in the technical analysis of this permit.

23  Slalic Pressure

The {otal static pressure across System 6 Cycione biower shall not be less than ten (10) inches of
water. if System 6 Cyclone is replaced, the tolal static pressure shall be maintained in accordance with
the manufacturer's specifications,

MONITORING AND RECORDKEEPING REQUIREMENTS

31 The fotal static pressure across the System 6 Cyclone biower shall be monitored once per calender
quarter. If the total static pressure remains constant for four (4) consecutive calendar quarters, the
Permittee shall monitor the total static pressure across the System 6 Cyclone blower once per
calendar year. Al data shall be kept on-site in a log for a period of two (2) years and made available
to DEQ representatives upon request,

32 A visible emission evaluation shall be performed on the exhaust outiet of System & Cyclone once per
calender quarter, Opacity shall be determined using procedures contained in DEQ's "Procedures
Manual for Alr Pollution Control”. All data shall be kept on-site in a log for a period of two (2) years and
made available to DEQ representatives upon request.
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Millwork, incorporated [o]2]7]-Jo]o]o]s]o]
Tier H Operating Permit ;

MNampa, idaho

The Permittes is hereby allowed o operate the equipment described herein subject to the emission
fimits and monitoring and reporting requirements specified in this permit.

SOURCE
Systerns 3 Cyclone -

1. EMISSIONS LIMITS
1.1

Emissions of PM,, from System 3 Cyclone shall not exceed any corresponding emission rate limit,
listed in Appendix A of this permit.

12  System 3 Cycione Emissions Opacity Limits

Visibie emissions from Systern 3 Cyclone shall not exhibit greater than twenty percent (20%) opacity
for a period or periods aggregating more than three 3) mmutes in any saxty (60) minute period, as
required by IDAPA 16.01.01.625 (Rules ainida Opacity shall be
determined using procedures contained in DEQ‘ “Procadufes Manuai for Air Pollution Controf".

2. OPERATING REQUIREMENTS

2.1 Cyglone Qperation

Systern 3 Cyclone shall be operaling at all imes when any particulate emission unit served by System
3 Cyclone is in operation.

2.2 Gontrol Requirement

System 3 Cyclone shall have a body diameter of 14 ft, and be equipped with a two hundred horse
power (200 hp) blower and a hundred inch (100 in)) fan, or be a cyclone guaranteed by the
manufacturer fo have a control efficiency greater than or equail to 87.84%, as used in the technical
analysis of this permit,

2.3 $iatic Pressure

‘The total static pressure across System 3 Cyclone blower shall not be less than fitleen (15) inches of
water. if System 3 Cyclone ks replaced, the total stafic pressure shali be maintained in accordance with
the manufacturer's specifications.

3. MONITORING AND RECORDKEEPING REQUIREMENTS

31 The totai static pressure across the System 3 Cyclone blower shall be monitored once per calender
quarter. If the total static pressure remains constant for four (4) consecutive calendar quarters, the
Permittee shall monitor the fotal static pressure across the System 3 Cyclone blower once per
calendar year. All data shall be kept on-site in @ log for a period of two (2) years and made available
o BEQ representatives upon request.

32 A visible emission evaluation shall be performed on the exhaust outfet of System 3 Cyclone once per
calender quarter, Opacity shall be determined using procedures contained in DEQ's "Procedures
Manual for Air Pollution Control”. All data shall be kept on.site in a iog for a period of two (2) years and
made available to DEQ representatives upon request.

ISSUED DATE:
EXPIRATIONDATE: DECEMBE : 18
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AR POLLUTION OPERATING PERMIY

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Milwork, Incorporated lof27]-o]o]o}e]o]
Tier It Gperating Permit

Nampa, ldaho

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission
fimits #nd monttoring and reporting requirements specified in this permit.

SOURCE

Systern 2 Cyclone

1. EMISSIONS LIMITS
1.1

Emissions of PM,, from System 2 Cycione shall not exceed any corresponding emission rate mit,
listed in Appendix A of this permit.

1.2

Visible emissions from System 2 Cyclone shall not exhibit greater than twenty percent (20%) opacity
for a period or periods aggregating more than three (3) minutes in any sixty (60) minute period, as
required by IDAPA 16.01.01.625 (Rules for the Contro! of Air Pollution in [dahg). Opacity shall be
determined using procedures contained in DEQ's "Procedures Manual for Air Pollution Control”,

2, OPERATING REQUIREMENTS

21 Cyclone Qperation

System 2 Cyclone shall be operating at all imes when any particulate emission unit served by System
2 Cyclone is in operation.

2.2 ontr | nt

Systern 2 Cyclone shall have a body diameter of 10 #f, and be equipped with a sixty horse power (60
hp) blower and a sixty inch (80 in.) fan, or be a cyclone guaranteed by the manufacturer to have a
control efficiency greater than or equal to 86.00%, as used in the technical analysis of this permit.

23 Stafic Pressure

The total static pressure across System 2 Cyclone blower shall not be less than ten {10) inches of
water. ¥ System 2 Cyclone is replaced, the total static pressure shall be mainiained in accordance with
the manufaciurer's specifications.

3. MONITORING AND RECORDKEEPING REQUIREMENTS

31 The total static pressure across the Systern 2 Cyclone blower shall be monitored once per calender
quarter. |f the total static pressure remains constant for four (4} consecutive calender quanters, the
Permittee shall monitor the total static pressure across the System 2 Cyclone blower once per
caiendar year. All data shall be kept on-site in a log for a period of two (2) years and made available
to DEQ representatives upon request,

3.2 A visible emission evaluation shall be performed on the exhaust outlet of System 2 Cyclone once per
calender quarter. Opacity shall be determined using procedures contained in DEQ's "Procedures
Manual for Air Pollution Control”. All data shall be kept on-site in a log for a period of two (2) years and
made available to DEQ representatives upon request.

] ISS5UED DATE:
EXPIRATION DAYE:
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Millwork, Incorporated [o]2]7]-[o]o]o]s]o]
Tler it Operating Permit

Nampa, ldaho

The Permiitee Is hereby aliowed to operate the equipment described herein subject to the emission
lirits and monitoring and reporting requirements specified in this permit.

SOURCE

Systern § Cyclone

EMISSIONS LIMITS
System 0 Cyclone Emissions Limit

Ermissions of PM,; from System 9 Cyclone shall not exceed any corresponding emission rate limi,
listed in Appendix A of this permit,

11

1.2

Visible emissions from Systern @ Cyclone shall not exhibit greater than twenty percent (20%}) opacity
for a period or periods aggregating more than three (3) minutes in any sixty (60) minute period, as
required by IDAPA 16.01.01.625 (Rules for the Control of Air Pollution in Idaho). Opacity shall be
determined using procedures confained in DEQ's "Procedures Manual for Air Poliution Contrel”.

OPERATING REQUIREMENTS

2.1

2.2

i3 irement

Systern 9 Cyclone shall have a body diameter 6 8, and shall be equipped with a forty horse power (40
hp} blower and a fifty inch (50 in.) fan, or be a cyclone guaranieed by the manufacturer to have a
control efficiency greater than or equal to 97.78%, as used in the technical analysis of this permit.

Static Pressure

The total static pressure across Systern 9 Cyclone blower shall not be less than twelve (12) inches of
water. if System 8 Cyclone is replaced, the total static pressure shall be maintained in accordance with
the manufacturers specifications.

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

32

The total static pressure across the System 8 Cyclone biower shall be monitored once per calendar
year. Al data shall be kept on-site in a log for a period of two (2) years and made availabie to DEQ
representatives upon request.

A visible emission evaluation shall be performed on the exhaust outlet of System 8 Cyclone once per
calender quarter. Opacity shall be determined using procedures contained in DEQ's "Procedures
Manual for Air Pollution Control®. All data shall be kept on-site in & log for a period of two (2) years and
made available to DEQ representatives upon request.

ISSUED DATE: SERPT
EXPIRATION DATE: ELCEMBER 27 1

TR 7] woodgrmrimprain-m PMT
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Miwork, Incorporated [o]2]7]- [o]ofole]e]
Tier §§ Operating Permit

Nampa, ldaho

The Permittee is hereby allowsd to operate the equipment described herein subject to the emission
limits and monitoring and reporting requiremnents specified in this permit,

31

3.2

SOURCE
| System 5 Boghoune — -
1. EMISSIONS LIMITS
1.1
111 Emissions of PM,, from System 5 Baghouse shall not exceed any corresponding emissaon rate
fimit, listed in Appendix A of this permit.
1.1.2  System 5 Baghouse shall not exceed a grain loading of 0.02 gr/dsct.
12
Visible emissions from System 5 Baghouse shall not exhibit greater than twenty percent (20%) opacity
for a period or periods aggregating more than three (3) minutes in any szxty (60) minute period, as
required by IDAPA 16.01.01.625 (Rules fi { Qpacity shall be
determined using procedures contained in DEQ's "Procedures Manual for Aur Pollution Controi",
2. OPERATING REQUIREMENTS
2.1
System 5 Baghouse shall be operating at all times when any particulate emission unit served by
Systemn & Baghouse is in operation.
2.2
The pressure drop across Systemn 5 Baghouse shall be maintained in accordance with manufacturer's
specifications. Documentation of the manufaciurer's specifications shall remain on-site at all fimes and
shall be made available {o DEQ representatives upon request.
2.3

Within ninety (80) days of the issue date of this permit, the Permiltee shall install, calibrate, maintain,
and operate, in accordance with manufacturer's specifications, equipment to continuously measure
the pressure differential across System 5 Baghouse,

MONITORING AND RECORDKEEPING REQUIREMENTS

The pressure drop across System 5 Baghouse shall be monitored and recorded on a monthiy basis,
Al data shall be kept on-site in & log for a period of two (2) years and made available to DEQ
representatives upon request,

Avisible emission evaluation shall be performed on the exhaust outlet of System 5 Baghouse once per
caiender guarter. Opacity shall be determined using procedures contained in DEQ's "Procedures
Manuat for Alr Pollution Control”. All data shall be kept on-site in a log for a period of two {2) years and
made availabie to DEQ representatives upon request,

ISSUED DATE:

EXPIRATION DATE:
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AIR POLLUTION OPERATING PERMIY

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Millwork, Incorporated  Jo]z]7]-Je]olo]slo]
Tier i Operating Permil

Nampa, idahe

The Permitiee is hereby aliowed to operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit,

31

32

SOURCE
_ Sgtem g Bmse
1. EMISSIONS LIMITS
1.1 '
1.1.1  Emissions of PM,; from System 8 Baghouse shall not exceed any corresponding emission rate
limit, listed in Appendix A of this permit,
1.1.2 System 8 Baghouse shall not exceed a grain loading of 0.02 gridsct.
1.2
Visible emissions from System 8 Baghouse shall not exhibit greater than twenty percent (20%) opacity
for a period or periods aggregating more than three (3) minutes in any snxty (60) minute period, as
required by IDAPA 18.01.01.625 (R _ f Air Pollution ) Opacity shall be
determined using procedures contamed in DEQ s “Procedures Manual for Air- Poliution Control”.
2. OPERATING REQUIREMENTS
2.1 Baghouse Qperation
System 8 Baghouse shall be operating at all imes when any particulate emission unit served by
System B Baghouse is in operation.
2.2 ure Drop Across System 8 Bagho
The pressure drop across System 8 Baghouse shall be mainfained in accordance with manufaciurer's
specificaions. Documentation of the manufacturer's specifications shall remain on-site at all imes and
shall be made available to DEQ representatives upon request.
2.3 stallation of Monitorin ui nt
Within ninely (90} days of the issue date of this permit, the Permitiee shall install, calibrate, maintain,
and operate, in accordance with manufacturer's specifications, equipment to confinuously measure
ihe pressure differential across System 8 Baghouse.
3. MONITORING AND RECORDKEEPING REQUIREMENTS

‘The pressure drop across System 8 Baghouse shall be monitored and recorded on a monthly basis,
Al data shall be kept on-site in a log for a period of two (2) vears and made available to DEGQ
representatives upon request.

Avisible emission evaluation shall be performed on the exhaust outiet of System 8 Baghouse once per
calender quarter, Opacily shall be determined using procedures contained in DEQ's "Procedures
Manual for Air Pollution Control”. All data shall be kept on-site in a log for a period of two (2) years and
made available to DEQ representatives upon reguest.

| 1ISSUED DATE:

L EXPIRATION DATE: |




Page 10 of 14

AIR POLLUTION OPERATING PERMIY

PERMITTEE, PROJECT, AND LOCAYTION PERMIT NUMBER
Woodgrain Millwork, incorporated lo]2]7]-|o]ojols]o]
Tier H Operating Permit

Namipa, ldaho

The Permittee is hereby allowed io operate the equipment descrbad herein subject to the emission
firnits and monitoring and reporting requirements specified in this permit,

SOURCE
Sgtum 1 Baghouse
1. EMISSIONS LIMITS
1.1 System 1 Baghouse Emissions Limits
1.1.1 | Emissions of PM,, from Systemn 1 Baghouse shal not exceed any corresponding emission rate
fimit, listed in Appendix A of this permit.
1.1.2 System 1 Baghouse shall not exceed a grain loading of 0.02 gr/dscf.
Visible emissions from Systemn 1 Baghouse shali not exhibit greater than twenty percent (20%) opacily
for a period or periods aggregating more than three (3) minutes in any sixty (60) minule period, as
required by IDAPA 18.01.01.625 (Rul tof Al jon in Idaho). Opacity shall be
determined using procedures contained in DEQ's "Procedures Manual for Air Peliution Controf”.
2. CRERATING REQUIREMENTS
2.1 Baghouse QOperation
System 1 Baghouse shall be operating at all imes when any particulate emission unit served by
Systern 1 Baghouse is in operation.
22
The pressure drop across System 1 Baghouse shall be maintained in accordance with manufacturer's
specifications, Documentation of the manufacturer's specifications shail remain on-site at all imes and
shall be made available to DEQ representatives upon request. .
2.3 {iat nitoring Equipment
Within ninety (90) days of the issue date of this permit, the Permittee shall install, calibrate, maintain,
and operate, in accordance with manufacturer's specifications, equipment to continuously measure
the pressure differential across System 1 Baghouse,
3. MONITORING AND RECORDKEEPING REQUIREMENTS
34 The pressure drop across System 1 Baghouse shall be monitored and recorded on a monthly basis.
All data shall be kept on-site in a log for a period of two (2) years and made available to DEQ
representatives upon request,
3.2 A visible emission evaluation shall be performed on the exhaust outlet of System 1 Baghouse once per

calender quarter, Qpacity shall be determined using procedures contained in DEQ's "Procedures
Manual for Alr Poliuion Control”. All data shall be kept on-site in a Jog for a period of two (2) years and
made available to DEQ representatives upon request.

ISSUED DATE: SECTEMBER 28, 1998
EXPIRATION DATE: DECEM 7, 2001

FRL ¥ wnodgrainmoy s P




. Page 11 of 14

T AL -

AR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION . PERMIT NUMBER
Woodgraln Millwork, Incorporated [e]2]7]-folo]o]e]o]
Tier | Operating Permit

Nampa, idaho

“The Permittee is hereby allowed to operate the equipment described herein subject to the emission
Emits and menitoring and reparting requirements specified in this permit,

1. EMISSIONS LIMITS

1.1 Veneer Drving Emissions Limits
Emissions of PM and PM,, shali not exceed any corresponding emission rate fimit listed in Appendix
A of this perrmit.

1.2

Visible emissions from any veneer dryer shall not exhibit greater than twenty percent (20%) opacity for
a period or periods aggregating more than three (3) minutes in any sixty (60) minute period, as required

by IDAPA 16.01.61.625 (Rules for o f Air Pollution in ldaho}. Opaclly shall be determined
using procedures contained in DEQ's "Procedures Manual for Air Pollution Controf®,
2. OPERATING REQUIREMENTS
2.1 neer |

Veneer dryers shall be ﬁred by natural gas exclusively.
22 neer Drying Process R
The maximum amount of veneer dried shall not exceed the capacity to produce any of the foliowing:
2.2.1 30,000 doors per week
2.2.2 1,560,000 doors per year
3 MONITORING AND RECORDKEEPING REQUIREMENTS
The number of finished door units produced which require veneer, shall be monitored and recorded on a

weekly basis. All data shall be kept on-site in a log for a period of two (2) years and made available to DEQ
representatives upon request,

........... ISSUED DATE: EPTEME 4
EXPIRATION DATE: DECEMBER 2 2l

TRL 7} Modoramiwgras v T




Mampa, ldaho

SOURCE

AR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Milhwork, Incorporated |o|2|7|-|o[a|c]s|o|
Tier |} Cperating Permit

‘The Fermittee is hereby atiowed to operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit.

Page 12 of 14

Fugtives

1, OPERATING REQUIREMENTS

1.1 Fugitive ernissions generated from truck loading bins, target boxes, traffic on paved or unpaved roads,
or any other sources of fugiive emissions, shall be controlled in accordance with IDAPA 16.01.01.650

| r Pol . Some of the efficient and reasonable controls may

(Rules for the Conirol of Air Pollution in \daho)
include, but shall not be limited {o the following:

114
112
113
114
115
1.1.8

Use of water or environmentally safe chemicals;
Application of dust suppressants;

Use of contro] equipment;

Covering of trucks;

Faving roads; and

Prompt removail of earth or other stored material from streets, where practical,

“ ISSUED DATE: SEPTEMBER
EXPIRATION DATE: CEMBER 27 3001

TRL ... wratchrairwgrain oo FRET
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- AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Waoodgrain Miltwork, Incorporated lo]2]7]- [o]oo]s]o]
“Tier It Operating Permit

MNampa, idaho

The Permitiee is hereby aliowed to operate the equipment described herein subject to the emission
Emits and monitoring and reporting requirements specified in this permit.

SOURCE

fr——— e

Apprendix A

Appendix A
Woodgrain Millwork, incorporated - Nampa

Hourly {Ib/hr) and Annuai (T/yr) Point Source Emissions Limits®

System 7 Cyclone 2.08 815
System 4 Cyclone 1.54 6.73
System § Cyclone | 2.08 8.158
System 3 Cyclone 6.20 27.2
System 2 Cycione 3,96 17.4
System 1 Baghouse 0.003 0.014
System S Cyclone 1.86 8.17
System § Baghouse 0.006 {.028
System 8 Baghouse 0.009 0.038
Truck Loadout (2) 1.20 5.26
Veneer Dm’ng {3) 0.038 817

As determined by a pollitant specific U.S. EPA reference method, Department approved alternative, or as determined
by the Department’'s emission estimation methods used in the permit application analysis.

Particuiate matter with an asrodynamic diameter of ten (10) microns or less,

ISSUED DATE:
EXPIRATION DATE: DECEMBE
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FACILITY PERMIT NO, 827-00080

TIER 1§ OPERATING PERMIT GENERAL PROVISIONS

Alt emissions suthorized herein shak be consistent with the {erms and conditions of this permit. The emission of any pollutant in excess
of the limitations specified herein, or noncompiance with any other condition or limitation contained in this perm®, shali constitute a
viviztion of this permit and the Rules for the Control of Air Poliution in idaho, and the Environmental Protection and Health Act,
idaho Code 39-101 et seq.

The Permittee shat at aff imes {except as provided in the Ruies for the Conirol of Air Poliution in idaho) maintain in good working
order and operate as efficiently as practicabie, af treatment or control facilities or systems installed or used 1o achieve compliance with
{he terms and conditions of this permit and other applicable laws for the control of air poliution.

The Perinittes shall allow the Director, and/or his authorized representative{s), upon the presentation of credentials:

1) To enter upon the Permitiee’s premises where an emission source is located, or In which any records are required to be kept
under the terms and conditions of this permit, and

2} At reasonable times to have access to and copy any records required to be kept under the terms and conditions of this
permit, to ingpect any monitoring methods required in this permit, and o require stack emission testing (i.e., performance
tests) in conformance with state approved o accepted EFA procedures when deemaed approptiate by the Director.

Except for data determined to be confidential under Section 38-111, idahe Code, ali reports prepared in accordance with the terms
of this permit shall be available for public inspection at the appropriate regional office of the Division of Environmental Quaiity,

Nothing in this permit is intended fo refieve or exempt the Permittee from compliance with any applicable federai, state, of local law
or regulation, except as specifically provided herein,

In the svent of any change in control or ownership of source(s} from which the authorized emissions emanate, the Permittes shall
notify the succeeding owner or gontrolier of the existence of this permit by letter, & copy of which shall be forwarded to the Director,

This permit shall be renewable on the expization date, provided the Permittee submits any and &l information necessary for the Director
to determine the amount and type of air pokutants emitted from the ecuipment for which this permit is granted. Failure to submit such
information within sixty (60} days after receipt of the Director's request shall cause the permit to be voided,

The Director may require the Permittee 1o develop a list of Operation and Maintenance Procedures .whic?a must be approved by DEQ.
Such list of procedures shall become a part of this permit by reference, and the Permittee shaill adhere to all of the operation and
maintenance procedures contained therein,

Performance tests {i.e.; air emission source tests} conducted pursuant o testing requirements in this permit must be conducted in
accordance with DEQ's Procedures Manual for Air Pollution Confrol.  Such testing shall not be conducted on weekends or state
holidays uniess the Permitiee obtains prior DEQ approval

The Permittee shall submit a test protocol and a proposed test date for each performance test required by this permit to DEQ for
approval at least thirty (30) days prior to each respective test date (inciuding each test date for periodic tests such as, for example,
annual tests), The Permittee shali promptiy notify DEQ of any change in the proposed test date and shall provide at least five {5)
working days advanced notice pror to conducting any reschedided test, unless DEQ approves a shorter notice period.

Within forty-five {45) days of the date on which a performance test required by this permit is concluded, the Permittee shall submit to
DEQ a performance test repost for the respective test. The performance test report shall include any and ail process operating data
required 1o be recorded during the test period as well as the test results, raw test data, and associated documentation,

The maximum alowabie source operating rate shalt be imited to 120% of the average operaling rate altained during the most recent
performance test conducted pursuant to this permit which demenstrated compliance with the respective poliutant emission limit unless;
{1} a more restrictive operating limit is specfied elsewhere in this permi or; {2} at such an operating rate, emissions would exceed any
emission Emi(s) set forth in this permit.

The provisions of this permit are severable; and if any provision of this permit to any circumstance is held invalid, the application of such
provision to other circumstances, and the remainder of this permit shall not be affected thereby.

ISSUED DATE: SEETEMBER 25, 1998
EXPIRATION DATE; DECEM 7,200

TRL.. ot famgrmin-m PIT
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